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- Max. 20fps@5MP(2592x1944). 1/2.7"Progressive CMOS

. 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P

+ HD and SD output switchable.: Built-in mic

- 2.7-12mm motorized lens - IP67, DC12V
DH-HAC-HFW1500RP-Z-IRE6-A - Max. IR length 60m, Smart IR
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5MP Starlight HDCVI IR Bullet Camera
> Max 25 fps@5MP (16:9 video output)
> CVI/CVBS/AHD/TVI switchable
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> 3.6 mm fixed lens (6 mm, 8 mm optional)
DH-HAC-HFW1500DP > Max. IR length 80 m, Smart IR
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. 1/2.7"Progressive CMOS

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional) e

DH-HAC-HFW1500SLP - Max. IR length 30m, Smart IR- IP67, DC12 ‘
. 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P
JU¥eBYeeee
. 5MP HDCVI IR Bullet Camera
- Max. 20fps@5MP
HD and SD output switchable '
DH-HAC-HFW1500THP-I8 - 3.6mm fixed lens (6mm, 8mm optional) ‘ B ]
e|[5mpl[3
LQ . ’ 80min

5MP Starlight HDCVI IR Bullet Camera

> Max 25fps@5MP (16:9 video output)

> 3.6 mm fixed lens (2.8 mm optional)

> Built-in mic(-A) Ll

DH'HAC'H.FWISOOTP'A > Max. IR length 30 m, Smart IR . 4
g >1P67, DC12V
A i) &) ()
R 30mr P67 DIV

2MP Full-color Starlight HDCVI Bullet Camera

« Full-color starlight

- 120dB true WDR, 3DNR

- Max. 30fps@1080P .
- HD/SD output switchable .
DH-HAC-HFW2249TP-I18-A + Audio in interface, built-in mic
[ - 3.6mm fixed lens (6mm optional)

>1P67, DC12V
. Day/Nigh (ICR),BLC / HLC / DWDR / AGC

Lite | [5 > ¢

IP&7
- Max. IR length 80m, Smart IR - IP67, DC12V
P67 H JULYY.FVa..

> CVI/CVBS/AHD/TVI switchable

Lite | [ 5m
- 40m(131ft) LED distance

L!} - IP67, DC12V+30%

o) ey (vl
Saries HD

JU 08 Y Feeer




HDCVI PRICE LIST
1402 gyl

hua

TECHNOLOGY

P9 13 ST
PARAX DID SEVOM

2MP Starlight HDCVI IR Bullet Camera

> Max 30 fps@1080p

> Starlight, 130 dB true WDR, 3D NR

> 3.6 mm fixed lens (2.8 mm, 6 mm, 8 mm optional)
> CVI/CVBS/AHD/TVI switchable

> Super Adapt
DH-HAC-HFW1231TMP-18-A > Built-in mic \
a > Max. IR length 80 m, Smart IR ' ’
w >1P67,DC12V
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2MP Starlight HDCVI IR Bullet Camera
> Max 30 fps@1080P

> Starlight, 130 dB true WDR, 3D NR

> 3.6 mm fixed lens (2.8 mm optional)
> CVI/CVBS/AHD/TVI switchable

> Super Adapt o
DH-HAC-HFW1231CMP > Max. IR length 30 m, Smart IR ‘ 'La)

>1P67, DC12V

i) 251 e £ )
IP67 30mir
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+ Full-color starlight

+20m LED distance

+ Max. 30fps@1080P

+ CVI/CVBS/AHD/TVI Switchable :

+ Built-in mic ‘/ “'i-_
DH-HAC-HFW1239TP-A-LED + 3.6mm fixed lens (2.8mm Optional)

- IP67, DC12V+30% DC

ite | (1080
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+ Full-color starlight
+ 20m LED distance
- Max. 30fps@1080P '

+ CVI/CVBS/AHD/TVI Switchable “"'i‘
DH-HAC-HFW1239TP-LED + 3.6mm fixed lens (2.8mm Optional) -

- 1P67, DC12V+30% DC

- 080p) (=
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2MP Full-color HDCVI Bullet Camera
> 24/7 color imaging
>20 m illumination distance

> Max. 30 fps @ 1080p -
> Built-in mic (-A) . ~ A&
DH-HAC-HFW1209CMP-LED >CVI/ CVBS / AHD / TVI switchable s

> Fixed lens (2.8 mm; 3.6 mm optional)
>1P67, 12V + 30% DC

2 MP HDCVI Bullet Camera with IR lllumination

> Up to 30fps @ 1080P

> Switchable CVI / CVBS / AHD / TVI outputs

> Fixed lens 3.6mm (2.8mm optional) l‘ -
> Built-in microphone (-A) -/ e
> Max. IR illumination range 30m, Intelligent IR illumination

>1P67, DC 12V

e i 8228
-HJ 130, IP67 g" JU VPO e

DH-HAC-HFW1200CMP
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« Full-color starlight

+ 20 millumination distance

+ Max. 30fps@1080P

- CVI/CVBS/AHD/TVI switchable

- Fixed lens (2.8 mm;3.6 mm optional)
- 1P67, 12V+30% DC

-.
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DH-HAC-HFW1200RP-Z-IRE6

- Max 30fps@1080P(1920x1080)

- HD and SD output switchable

- 2.7-12mm Motorized lens

+ Max. IR length 60m, Smart IR - IP67, DC12V

H 1080p
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DH-HAC-HFW1230DP

- Starlight

+ Max. 30fps@1080P

- HD and SD output switchable

- 3.6mm fixed lens (6mm, 8mm optional)
- Max. IR length 80m, Smart IR

-1P67, DC12V

Starlight

16

DH-HAC-HFW1200DP

- Max 30fps@1080P(1920x1080)

- HD and SD output switchable

- 3.6mm fixed lens (6mm, 8mm optional)

- Max. IR length 80m, Smart IR - IP67, DC12V

(N [0
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DH-HAC-HFW1200TP-A

®

.1/2.7" 2Megapixel CMOS

. 25/30fps@1080P, 25/30/50/60fps@720P

. 3.6mm fixed lens. Built-in mic

. HD and SD output switchable

. DWDR, Day/Night(ICR), AWB, AGC, BLC,HLC, 2DNR ,0SD
. Max. IR length 30m, Smart IR. IP67, DC12V

el 4 )

.
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DH-HAC-HFW1200TP

. 2MP HDCVI IR Bullet Camera

- Max 30fps@1080P

+ HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)

+ Max. IR length 30m, Smart IR - IP67, DC12V

Q 1
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DH-HAC-HFW1200THP-I18

. 2MP HDCVI IR Bullet Camera

+ Max 30fps@1080P

+ HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)

- Max. IR length 80m, Smart IR - IP67, DC12V

Lite | (10800) [z - .
e 0. ¢ |
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2MP Starlight HDCVI IR Bullet Camera

- Max. 30fps@1080P

+ HD and SD output switchable

- 3.6mm fixed lens (6mm, 8mm optional)
- Max. IR length 80m, Smart IR

-1P67, DC12V

Lite | (10800 wl || -
leﬂﬁ '80mllt IF%? ﬁ“ ﬁ.ﬁ. JUYY Yoo eee
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DH-HAC-HFW1230TP

. 2MP Starlight HDCVI IR Bullet Camera
+ Max. 30fps@1080P. Starlight

- HD and SD output switchable /
- 3.6mm fixed lens (2.8mm, 6mm optional) ‘ el
i

+ Max. IR length 30m, Smart IR - IP67, DC12V

@]
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DH-HAC-HFW1230TLP

. 2MP Starlight HDCVI IR Bullet Camera
- Max. 30fps@1080P
- HD and SD output switchable

23

DH-HAC-HFW1200SP

- 3.6mm fixed lens (2.8mm, 6mm optional) ..
- Max. IR length 40m, Smart IR - IP67, DC12V ¥
- Max 30fps@1080P(1920x1080)

. 2MP HDCVI IR Bullet Camera

Starlight F
DC v
- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional) (.

- Max. IR length 30m, Smart IR - IP67, DC12V
Lite ) (19800) (.| Sl [}
H 30am 3y | IPs7
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DH-HAC-HFW1200TLP-A

> Max 30fps@1080P
> HD and SD output switchable

> 3.6mm fixed lens (2.8mm, 6mm optional)
> Built-in mic

> Max. IR length 80m, Smart IR -~
>1P67, DC12V .
Lite | (10800) (. ][ ¢ ;J’
ﬂ40.. ii| |_IP&7 0o
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DH-HAC-HFW1200TLP

- Max 30fps@1080P
+ HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional) - i
- Max. IR length 40m, Smart IR - IP67, DC12V ¢

JUNE Yo e
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DH-HAC-HFW1200RP

. 2MP HDCVI IR Bullet Camera
- Max 30fps@1080P(1920x1080)
- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional) . 3
- Max. IR length 20m, Smart IR - IP67, DC12V o P

Lite | (10800) [; - .
o ) [E
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- Max. 20fps@5MP(2592x1944). 1/2.7"Progressive CMOS
. 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P

+ HD and SD output switchable- Built-in mic

- 2.7-12mm motorized lens - IP67, DC12V

- Max. IR length 60m, Smart IR
Lite :
Yso
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DH-HAC-HDW1509TLQP-A-LED

®

5MP Full-color HDCVI Quick-to-install Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

>120dB true WDR, 3D NR

> 24/7 color imaging

>20 m illumination distance

> CVI/CVBS/AHD/TVI switchable

> Built-in mic (-A)

> 3.6 mm fixed lens (2.8 mm optional)

>1P67,12V DC

> Quick-to-install eyeball saves installation time

) ) (0 (e ]
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DH-HAC-HDW1509TLP-A-LED
&

5MP Full-color Starlight HDCVI Eyeball Camera
- Full-color starlight

+ 20 m LED distance

+ Max. 20fps@5MP

- CVI/CVBS/AHD/TVI switchable

« Built-in mic (-A)

- 3.6 mm fixed lens (2.8 mm optional)

- 1P67, 12V+30% DC

s 27 2 4
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DH-HAC-HDW1500TMQP-A
o

=

5MP Starlight HDCVI POC IR Quick-to-install Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

> CVI/CVBS/AHD/TVI switchable

> Quick-to-install eyeball saves installation time

> 3.6 mm fixed lens (2.8 mm, 6 mm optional)

> Bulit-in mic

> Max. IR length 60 m, Smart IR

> IP67, PoC (only CVI)/12V£30% DC

Lite) e e &, | LD D

=
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DH-HAC-HDW1500TLMQP

5MP Starlight HDCVI POC IR Quick-to-install Eyeball Camera
> Max 25 fps@5MP (16:9 video output)

> CVI/CVBS/AHD/TVI switchable

> Quick-to-install eyeball saves installation time

> 3.6 mm fixed lens (2.8 mm, 6 mm optional)

> Max. IR length 60 m, Smart IR

> IP67, PoC (only CVI)/12V£30% DC

(Lite) 200 )2, ) ) O
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DH-HAC-HDW1500EMP-A
]

G4

- Max. 20fps@5MP(2592x1944)

- Built-in mic - IP67, DC12V

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)
- Max. IR length 50m, Smart IR

JULYF A eee
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DH-HAC-HDW1231TQP-A
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2MP Starlight HDCVI Quick-to-install IR Eyeball Camera
> Max 30 fps@1080P

> Starlight, 130 dB true WDR, 3D NR

> 3.6 mm fixed lens (2.8 mm, 6 mm optional)

> CVI/CVBS/AHD/TVI switchable

> Super Adapt

> Built-in mic

> Max. IR length 40 m, Smart IR

>1P67, DC12V

> Quick-to-install saves installation time

Lite
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DH-HAC-HDW1239TP-A-LED

®

« Full-color starlight

+ 40m LED distance

- Max. 30fps@1080P

+ CVI/CVBS/AHD/TVI switchable

+ Built-in mic

- 3.6mm fixed lens (2.8mm Optional)
- IP67, 12V+30% DC

) 5 )
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DH-HAC-HDW1239TP-LED

- Full-color starlight

+ 40m LED distance

+ Max. 30fps@1080P

- CVI/CVBS/AHD/TVI switchable

- 3.6mm fixed lens (2.8mm Optional)
- IP67, 12V+30% DC

oy
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DH-HAC-H[gN1230EM P-A

2

+ 2MP Starlight HDCVI IR Eyeball Camera

- Max. 30fps@1080P

+ HD and SD output switchable

+ Built-in mic

- 3.6mm fixed lens (2.8mm, 6mm optional)
- Max. IR length 50m, Smart IR

-IP67, DC12V

- ey EYE-

JUTY A e

37

DH-HAC-HDW1230TLP-A

®

. 2MP Starlight HDCVI IR Eyeball Camera

- Max. 30fps@1080P

+ HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)

- Max. IR length 40m, Smart IR - IP67, DC12V, Built in Mic

-

JUTF AT e
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DH-HAC-HDW1209TLQP-A-LED
&)

2MP Full-color Starlight HDCVI Eyeball Camera
> Full-color starlight

>20 m illumination distance

> Max. 30fps @ 1080P

> CVI/ CVBS / AHD / TVI switchable

> Fixed lens (2.8 mm; 3.6 mm optional)

>1P67, 12V + 30% DC
20|
o v
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DH-HAC-HDW1209TLQP-LED
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. 2MP Full-color Starlight HDCVI Eyeball Camera
. Full-color starlight

. 20 m illumination distance

. Max. 30fps @ 1080P

. CVI / CVBS / AHD / TVI switchable

. Fixed lens (2.8 mm; 3.6 mm optional)

.IP67, 12V + 30% DC
Lite y
[ &}
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DH-HAC-ME1200EQP-L

2MP HDCVI Active Deterrence Camera

. * The parameters and datasheets below can only be applied to 1200-S5 series.
. Max 30 fps@1080p, CVI/CVBS/AHD/TVI switchable

. Active deterrence with warm light

. Built-in PIR, 10 m/110°detecting range/angle

. Quick-to-install eyeball save installation time

. 3.6 mm fixed lens (2.8 mm optional)

. Max. IR length 30 m, Smart IR, IP67, 12 V DC

JUYYeA B
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DH-HAC-HDW1200EMP-A

®

. 2MP HDCVI IR Eyeball Camera

- Max 30fps@1080P(1920x1080)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)

- Max. IR length 50m, Smart IR - IP67, DC12V. Built in mic

O Ny

T
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DH-HAC-HDBW1200EP

.2MP HDCVI IR Dome Camera

- Max 30fps@1080P - IP67, IK10, DC12V
+ HD and SD output switchable

- 3.6mm fixed lens (2.8mm optional)

- Max. IR length 30m, Smart IR

¢ |54
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DH-HAC-HDW1200MP

. 2MP HDCVI IR Eyeball Camera

- Max 30fps@1080P(1920x1080)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)

- Max. IR length 30m, Smart IR - IP67, DC12V

Y

JUNOFFAFee

DH-HAC-HDW1200RP

. 2MP HDCVI IR Eyeball Camera

- Max 30fps@1080p(1920x1080)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm optional)

- Max. IR length 20m, Smart IR - DC12V

) 75 ..
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DH-HAC-ME1200EP-LED

. 2MP HDCVI Active Deterrence Camera
+ Max 30fps@1080P

+ HD and SD output switchable

- 2.8mm/3.6mm fixed lens

- 10m/110°detecting range/angle

- Max. IR length 20m, Smart IR

-1P67, DC12V

caleal- (" [

~
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DH-HAC-HUM3201BP-P

2MP Starlight HDCVI Pinhole Camera
> Starlight, 120dB true WDR, 3DNR

> Max 30fp@1080P

> HD and SD output switchable
>2.8mm fixed lens

> Audio in interface

>DC12v

JUFY,Feeene
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DH-HAC-ME1500CP

5MP HDCVI Active Deterrence Camera

> Max 20fps@5MP

> HD and SD output switchable

> 2.8mm fixed lens (3.6mm optional)

> Max. IR length 20m, Smart IR

> Built-in PIR, 14+1m/110°detecting range/angle
> Active deterrence with white light & siren
>1P67, DC12V

£alin
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DH-HAC-B2A51P
Cooper Series

. 5MP HDCVI IR Bullet Camera

- Max. 20fps@5MP(2592x1944)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm,6mm optional)

- Max. IR length 20m, Smart IR - IP67, DC12V

TN

JULTLYOA e
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DH-HAC-B2A21P
Cooper Series

. 2MP HDCVI IR Bullet Camera

- Max. 30fps@1080P (1920x1080)

+ HD and SD output switchable

- 3.6mm fixed lens (6mm optional)

- Max. IR length 20m, Smart IR . IP67, DC12V

(e
Cooper

P67

. .
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DH-HAC-B1A21P
Cooper Series

. 2MP HDCVI IR Bullet Camera

- Max. 30fps@1080P (1920x1080)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)

- Max. IR length 20m, Smart IR. IP67, DC12V

Temperature

JUN,B0e 000
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DH-HAC-T2A51P
Cooper Series

. 5MP HDCVI IR Eyeball Camera

- Max. 20fps@5MP (2592x1944)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm,6mm optional)

- Max. IR length 20m, Smart IR. IP67, DC12V

i)l 4]

o
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DH-HAC-T2A21P
Cooper Series

. 2MP HDCVI IR Eyeball Camera

- Max. 30fps@1080P (1920x1080)

- HD and SD output switchable

- 3.6mm fixed lens (2.8mm,6mm optional)

- Max. IR length 20m, Smart IR - IP67, DC12V

) (4 A3

Cooper

o
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DH-HAC-T1A51P
Cooper Series

HDCVI PRICE LIST
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5MP HDCVI Fixed IR Eyeball Camera

> Max. 25 fps@5MP (16:9 video output)
> CVI/CVBS/AHD/TVI switchable

> 3.6 mm fixed lens (2.8 mm optional)

> Max. IR length 20 m, Smart IR

>DC12v
Caoper 4MF3| 920"'.

JUNL00A, 000
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DH-HAC-T1A21P

Cooper Series

. 2MP HDCVI IR Eyeball Camera

- Max. 30fps@1080P (1920x1080)

+ HD and SD output switchable

- 3.6mm fixed lens (2.8mm, 6mm optional)
- Max. IR length 20m, Smart IR. DC12V

M

JUNY Ve een
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DH-SD59430I-HC

- 1/3” 4Megapixel CMOS

- Powerful 30x optical zoom

+ 120dB true WDR, 3D DNR

- Max. 25/30fps@4M/1080P, 25/30/50/60fps@720P
- IR distance up to 100m - P66

. 6
N ICRO/N P66

JU,FY1eFFe 00
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DH-SD59230I-HC

- 1/2.8” 2Megapixel STARVIS™ CMOS

- Powerful 30x optical zoom

- Starlight technology

-+ 120dB true WDR, 3D DNR

- Max. 25/30fps@1080P, 25/30/50/60fps@720P
+ IR distance up to 150m - IP66

JUY B, F A eee
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DH-XVR5432L-12

.32 Channel Penta-brid 5M-N/1080P 1.5U WizSense Digital Video Recorder

. H.265+/H.265 dual-stream video compression

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 32 channels IP camera inputs, each channel up to 8MP; Max 128 Mbps
incoming bandwidth

. Up to 2 channels video stream ( analog channel ) perimeter protection

. Up to 16 channels video stream ( analog channel ) SMD plus

. Up to 2 channels video stream (analog channel ) human face recognition

. loT & POS functionalities

Ea(EREA
o) 2 ) o)
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DH-XVR5232AN-I3

.32 Channel Penta-brid 5M-N/1080P 1U 2HDDs WizSense Digital Video Recorder
. H.265+/H.265 dual-stream video compression

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 32 channels IP camera inputs, each channel up to 6MP; Max 128 Mbps
incoming bandwidth

. Up to 2 channels video stream ( analog channel ) Perimeter Protection

. Up to 16 channels video stream ( analog channel ) SMD Plus

. Up to 2 channels video stream (analog channel ) human face recognition
. loT & POS functionalities

EIEEA/E
EEIEIE
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16 Channel Penta-brid 4K-N/5MP 1U 2HDDs WizSense Digital Video Recorder
- H.265+/H.265 dual-stream video compression

- Supports HDCVI/AHD/TVI/CVBS/IP video inputs

Max 32 channels IP camera inputs, each channel up to 8MP; Max
128 Mbps incoming bandwidth

Up to 2 channels video stream ( analog channel ) Perimeter Protection
+ Up to 16 channels video stream ( analog channel ) SMD Plus

Up to 2 channels video stream (analog channel ) human face recognition
- 1oT & POS functionalities

EAEEA
e
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60 DH-XVR5216AN-4KL-S2

16 Channel Penta-brid 4K-N/5MP 1U 2HDDs WizSense Digital Video Recorder
+ H.264+/H.264 dual-stream video compression

+ Supports HDCVI/AHD/TVI/CVBS/IP video inputs

- Max 32 channels IP camera inputs, each channel up to 8MP; Max
128 Mbps incoming bandwidth

+ Up to 2 channels video stream ( analog channel ) Perimeter Protection
- Up to 16 channels video stream ( analog channel ) SMD Plus

« Up to 2 channels video stream (analog channel ) human face recognition
- loT & POS functionalities

EEIEA L)
e
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61 DH-XVR5216AN-I3

.16 Channel Penta-brid 5M-N/1080P 1U 2HDDs WizSense Digital Video Recorder
. H.265+/H.265 dual-stream video compression

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 24 channels IP camera inputs, each channel up to 6MP; Max 128 Mbps
incoming bandwidth

. Up to 2 channels video stream ( analog channel ) Perimeter Protection
. Up to 16 channels video stream ( analog channel ) SMD Plus

. Up to 2 channels video stream (analog channel ) human face recognition
loT & POS functionalities

EIESEAE)
B

- H.265+/H.265 dual-stream video compression

JUNOAYY e

62 DH-XVR5116H-13

+ Supports HDCVI/AHD/TVI/CVBS/IP video inputs

- Max 24 channels IP camera inputs, each channel up to 6MP; Max

128 Mbps incoming bandwidth

- Up to 2 channels video stream ( analog channel ) Perimeter Protection
- Up to 16 channels video stream ( analog channel ) SMD Plus

Up to 2 channels video stream (analog channel ) human face recognition
- loT & POS functionalities

JUNYFAleeen
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16 Channel Penta-brid 5M-N/1080P Compact 1U 1HDD WizSense Digital Video
Recorder

> H.265+/H.265 dual-stream video compression

> Supports Full-channel Al Coding

> Supports HDCVI/AHD/TVI/CVBS/IP video inputs

> Max 24 channels IP camera inputs, each channel up to 6MP; Max 128Mbps
incoming bandwidth

> Up to 2 channels video stream (analog ch 1) Perimeter Pr

> Up to 16 channels video stream (analog channel) SMD Plus

> Up to 2 channels video stream (analog channel) human face recognition

> loT & POS functionalities

9 3u3 uS
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63 DH-XVR5116HS-13
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.8 Channel Penta-brid 4K-N/5MP Compact 1U 1HDD WizSense Digital Video Recorder
. H.265+/H.265 dual-stream video compression
. Supports HDCVI/AHD/TVI/CVBS/IP video inputs
. Max 16 channels IP camera inputs, each channel up to 8MP; Max 128 Mbps
incoming bandwidth
. Up to 2 channels video stream ( analog channel ) Perimeter Protection
. Up to 8 channels video stream ( analog channel ) SMD Plus
. Up to 2 channels video stream (analog channel ) human face recognition
64 DH-XVR5108HS-4KL-13 . loT & POS functionalities

EEEE
e

JUNITEYFeeen

.8 Channel Penta-brid 5M-N/1080p Compact 1U 1HDD WizSense Digital Video
Recorder

. H.265+/H.265 dual-stream video compression

. Supports Full-channel Al-Coding

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 12 channels IP camera inputs, each channel up to 6MP; Max 64 Mbps incoming
bandwidth

. Up to 1 channel video stream ( analog channel ) Perimeter Protection

. Up to 8 channels video stream ( analog channel ) SMD Plus

. Up to 1 channel video stream (analog channel ) human face recognition

. loT & POS functionalities
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65 DH-XVR5108HS-I3
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.4 Channel Penta-brid 4K-N/SMP Compact 1U 1HDD WizSense Digital Video Recorder
. H.265+/H.265 dual-stream video compression
. Supports HDCVI/AHD/TVI/CVBS/IP video inputs
. Max 8 channels IP camera inputs, each channel up to 8MP; Max 64 Mbps incoming
bandwidth
. Up to 2 channels video stream ( analog channel ) Perimeter Protection
. Up to 4 channels video stream ( analog channel ) SMD Plus
. Up to 2 channels video stream (analog channel ) human face recognition
66 DH-XVR5104HS-4KL-13 loT & POS functionalities
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.4 Channel Penta-brid 5M-N/1080p Compact 1U 1HDD WizSense Digital Video
Recorder

. H.265+/H.265 dual-stream video compression

. Supports Full-channel Al-Coding

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs
. Max 6 channels IP camera inputs, each channel up to 6MP; Max 32 Mbps incoming -
bandwidth
. Up to 1 channel video stream ( analog channel ) Perimeter Protection
67 DH-XVR5104HS-13 . Up to 4 channels video stream ( analog channel ) SMD Plus

. Up to 1 channel video stream (analog channel ) human face recognition
. loT & POS functionalities
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.16 Channel Penta-brid 720p Compact 1U 1HDD WizSense Digital Video Recorder
. H.265+/H.265 video compression

. Supports Full-channel Al-Coding

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 18 channels IP camera inputs, each channel up to 6MP; Max 64 Mbps Incoming
68 DH-XVR4116HS-I Bandwidth
. Long transmission distance over coax cable

. Up to 8 channels video stream ( analog channel ) SMD Plus
@iznnm
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.8 Channel Penta-brid 1080N/720p Compact 1U 1HDD WizSense Digital Video
Recorder

. H.265+/H.265 dual-stream video compression

. Supports Full-channel Al-Coding

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

69 DH-XVR4108HS-I . Max 10 channels IP camera inputs, each channel up to 6MP; Max 32 Mbps incoming
bandwidth

. Up to 8 channels video stream ( analog channel ) SMD Plus
@lznnm
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.4 Channel Penta-brid 1080N/720p Compact 1U 1HDD WizSense Digital Video
Recorder
. H.265+/H.265 dual-stream video compression

.Supports Full-channel Al-Coding
.Supports HDCVI/AHD/TVI/CVBS/IP video inputs —
70 DH-XVR4104HS-| .Max 5 channels IP camera inputs, each channel up to 2MP; Max 32 Mbps incoming

bandwidth
@ 1200m
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.Up to 4 channels video stream ( analog channel ) SMD Plus
=] ' H.265 |[1080D

.16 Channel Penta-brid 4M-N/1080P Cooper 1U 1HDD Digital Video Recorder

. H.265+/H.265 dual-stream video compression

. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 24 channels IP camera inputs, each channel up to 6MP; Max 96Mbps incoming

bandwidth

. Long transmission distance over coax cable

7 DH-XVR1B16H - Supports 1 SATA HDD, up to 6TB ~
. Smart Search and Intelligent Video System

JUAR e ene
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DH-XVR1B16-1

Cooper Series

HDCVI PRICE LIST
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- H.265+/H.265 dual-stream video compression

- Supports Full-channel Al-Coding

- Supports HDCVI/AHD/TVI/CVBS/IP video inputs
- Max 18 channels IP camera inputs, each channel up to 6MP; Max

64 Mbps Incoming Bandwidth

- Long transmission distance over coax cable
+ Up to 8 channels video stream ( analog channel ) SMD PI
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DH-XVR1B08-1
Cooper Series

.8 Channel Penta-brid 1080N/720p Cooper 1U 1HDD WizSense Digital Video Recorder

. H.265+/H.265 dual-stream video compression
. Supports Full channel Al-Coding
. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 10 channels IP camera inputs, each channel up to 6MP; Max 40 Mbps incoming

bandwidth
. Up to 4 channels video stream ( analog channel ) SMD P
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DH-XVR1A08

Cooper Series

. 8 Channel Penta-brid 1080N/720P Cooper 1U

- H.264 video compression

- Supports HDCVI/AHD/TVI/CVBS/IP video inputs

- Max 10 channels IP camera inputs, each channel up to
5MP; Max bps | i dwidth

- Long transmission distance over coax cable

- Supports 1 SATA HDD, up to 6TB
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DH-XVR1B04-1

Cooper Series

.4 Channel Penta-brid 1080N/720p Cooper 1U 1HDD WizSense Digital Video Recorder

. H.265+/H.265 dual-stream video compression
. Supports Full channel Al-Coding
. Supports HDCVI/AHD/TVI/CVBS/IP video inputs

. Max 5 channels IP camera inputs, each channel up to 2MP; Max 20 Mbps incoming

bandwidth

. Up to 4 channels video stream ( analog channel ) SMD Plus
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DH-XVR1A04
Cooper Series

. 4Channel Penta-brid 1080N/720P Cooper 1U

- H.264 video compression

- Supports HDCVI/AHD/TVI/CVBS/IP video inputs

+ Max 5channels IP camera inputs, each channel up to
2MP; Max 20Mbps Incoming Bandwidth

- Long transmission distance over coax cable

- Supports 1 SATA HDD, up to 6TB
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