
HDCVI CAMERA, HDCVI RECORDR

PRODUCT CATALOG



HDCVI CAMERA

ST-HBC121

2MP HDCVI IR Bullet Camera
> Max. 30 fps@1080p
> CVI/CVBS/AHD/TVI switchable
> 3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR
> IP67,12 VDC

ST-HBC221

2MP HDCVI IR Bullet Camera
> Max. 30 fps@1080p
> CVI/CVBS/AHD/TVI switchable
> 3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR
> IP67,12 VDC

ST-HBC2100-T

2MP HDCVI IR Bullet Camera
> Max 30fps@1080P
> HD and SD output switchable
> 3.6mm fixed lens (2.8mm, 6mm optional)
> Max. IR length 30m, Smart IR
> IP67, DC12V

ST-HBC2100-D

2MP HDCVI IR Bullet Camera
> Max 30fps@1080P
> HD and SD output switchable
> 3.6mm fixed lens (6mm, 8mm optional)
> Max. IR length 80m, Smart IR
> IP67, DC12V

ST-HBC5100-D

5MP Starlight HDCVI IR Bullet Camera
> Max 25 fps@5MP (16:9 video output)
> CVI/CVBS/AHD/TVI switchable
> 3.6 mm fixed lens (6 mm, 8 mm optional)
> Max. IR length 80 m, Smart IR
> IP67, DC12V

IP67 High and Low Temperature IP67 High and Low Temperature Series

Lite 1080p
30m IR IP67 DC ١٢V

Series

Lite 1080p
IP67 DC ١٢V80m IR Temperature DC ١٢VIP67 TemperatureSeries

Lite
80m IR

PRICE : 1,200,000 PRICE : 1,380,000 PRICE : 1,740,000

PRICE : 2,200,000 PRICE : 3,600,000



HDCVI CAMERA

ST-HDC121

2MP HDCVI IR Eyeball Camera
> Max. 30 fps@1080p
> CVI/CVBS/AHD/TVI switchable
> 3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR
> 12 VDC

ST-HDC221

2MP HDCVI IR Eyeball Camera
> Max. 30 fps@1080p
> CVI/CVBS/AHD/TVI switchable
> 3.6 mm fixed lens (2.8 mm, 6 mm optional)
> Max. IR length 20 m, Smart IR
> IP67,12 VDC

ST-HDC2100-TRQ-A

2MP HDCVI Quick-to-install IR Eyeball Camera
> Max 30fps@1080P
> Built-in mic (-A)
> CVI/CVBS/AHD/TVI switchable
> 3.6mm fixed lens (2.8mm optional)
> Max. IR length 25m, Smart IR
> IP50, DC12V

ST-HDC2100TQ-A

2MP HDCVI Quick-to-install IR Eyeball Camera
> Max 30fps@1080P
> CVI/CVBS/AHD/TVI switchable
> 3.6mm fixed lens (2.8mm, 6mm optional)
> Built-in mic(-A)
> Max. IR length 40m, Smart IR
> IP67, DC12V

ST-HDC5100-TRQ-A

5MP Starlight HDCVI Quick-to-install IR Eyeball Camera
> Max 25 fps@5MP (16:9 video output)
> Built-in mic (-A)
> CVI/CVBS/AHD/TVI switchable
> 3.6 mm fixed lens (2.8 mm optional)
> Max. IR length 25 m, Smart IR
> IP50, DC12V

High and Low Temperature IP67 High and Low Temperature DC ١٢V

1080p
AudioSeries

Lite
25m IR Temperature

Series

Lite 1080p
40m IR IP67 Audio

DC ١٢V DC ١٢V TemperatureSeries

Lite

PRICE : 1,200,000 PRICE : 1,380,000 PRICE : 1,560,000

PRICE : 1,960,000 PRICE : 2,280,000



FULL COLOR HDCVI CAMERA

ST-HBC2109-CM-LED

2MP Full-color HDCVI Bullet Camera
> 24/7 color imaging
> 20 m illumination distance
> Max. 30fps@1080P
> CVI/CVBS/AHD/TVI switchable
> Fixed lens (2.8 mm;3.6 mm optional)
> IP67, 12V±30% DC

ST-HBC2109-TLM-LED

2MP Full-color HDCVI Bullet Camera
> 24/7 color imaging
> 40 m illumination distance
> Max. 30fps@1080P
> CVI/CVBS/AHD/TVI switchable
> Fixed lens (3.6 mm; 6 mm optional)
> IP67, 12V±30% DC

ST-HDC2109-TLQ-A-LED

2MP Full-color HDCVI Quick-to-install Eyeball Camera
> Full-color starlight
> 20 m illumination distance
> Max. 30fps@1080P
> Built-in mic (-A)
> CVI/CVBS/AHD/TVI switchable
> Fixed lens (2.8 mm;3.6 mm optional)
> IP67, 12V±30% DC

1080p
IP67Series

 Lite
DC ١٢V

Full-color 

1080p
IP67Series

 Lite
DC ١٢V

Full-color 

1080p
IP67Series

 Lite
Audio

DC ١٢VFull-color 

PRICE : 1,980,000 PRICE : 2,220,000 PRICE : 1,860,000



HDCVI RECORDER

ST-XVR0401-C
4 Channel Penta-brid 1080N/720p Cooper 1U 
1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
> Supports Full channel AI-Coding
> Supports HDCVI/AHD/TVI/CVBS/IP video inputs
> Max 5 channels IP camera inputs, each channel up to 2MP
> Max 20 Mbps incoming bandwidth
> Up to 4 channels video stream ( analog channel ) SMD Plus

ST-XVR0801-C
8 Channel Penta-brid 1080N/720p Cooper 1U 
1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
> Supports Full channel AI-Coding
> Supports HDCVI/AHD/TVI/CVBS/IP video inputs
> Max 10 channels IP camera inputs, each channel up to 6MP; 
> Max 40 Mbps incoming bandwidth
> Up to 4 channels video stream ( analog channel ) SMD Plus

ST-XVR0401-5-I3
4 Channels Penta-brid 5M-N/1080P Compact 1U 
1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
> Supports Full-channel AI-Coding
> Supports HDCVI/AHD/TVI/CVBS/IP video inputs
> Max 6 channels IP camera inputs, each channel up to 6MP
> Max 32 Mbps incoming bandwidth
> Up to 2 channels video stream Perimeter Protection
> Up to 4 channels video stream SMD Plus
> Up to 1 channels video stream human face recognition
> IoT & POS functionalities

ST-XVR0801-5-I3
8 Channels Penta-brid 5M-N/1080P Compact 1U 
1HDD WizSense Digital Video Recorder
> H.265+/H.265 dual-stream video compression
> Supports HDCVI/AHD/TVI/CVBS/IP video inputs
> Max 12 channels IP camera inputs, each channel up to 6MP
> Max 64 Mbps incoming bandwidth
> Up to 2 channels video stream Perimeter Protection
> Up to 8 channels video stream SMD Plus
> Up to 1 channels video stream human face recognition
> IoT & POS functionalities

PRICE : 3,000,000 PRICE : 3,840,000 PRICE : 5,280,000

PRICE : 8,400,000


